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The Theatre & Auditorium of Bologna Fair in Italy

Exquisite grooves for more
elegant and systematic shape 

Ergonomical handles

Optimized and compact light weight cabinet
design,suitable for touring performance

Dual effect phase 
correction technology

Decorative sheet made of Aluminium,
black and red available, can be customized

according to the RAL code

Perfect phase response and 
unique HF horn design

Air vent

GrillBuilt-in hanging hardwares to
make the cabinet more compact
and much easier usage

PROFILE

Rain bag(customized)

ACCESSORIES

INSTALLATIONS

Frame for flying and 
ground stacking

Flightcase
For 2 cabinets,
with 100mm wheels

M20 D shackle 
Bearing 3T

2M / 3M flying belt
Made of synthetic fibre, 
bearing 2T/4T

K-LA118
K-LA118, a passive subwoofer, is designed to meet the high 
requirements of touring performance, rental and fixed installation.

The LF driver of K-LA118 is customized 18” driver (4” voice coil).

K-LA118 is a good match for Audiocenter K-LA28 full range 
speakers, to extend band width of frequency response and deliver 
more powerful, impressive and more punchy bass, which can suit 
for different venues and music styles. K-LA118 can be also flown 
to realize different applications. 

The K-LA118 is half formula double opening design and dual LF 
output. With 6th order band pass filter function, the cabinet design 
of K-LA118 can decrease HF interference and improve LF         
performance. 
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High-efficient cooling system in the driver
Optimized, compact and multi-functional cabinet design,  flexible 
and convenient to use
CNC made of excellent wood
Comprehensive accessories suitable for different applications

FEATURES

Flightcase
For 1 cabinet, made of 
ABS composite material, 
with 100mm wheels

Rain bag
(customized)

PRO Amplifier
K-LA28, all Audiocenter full range loudspeaker

SYSTEM CONFIGURATION

ACCESSORIES

Dimension(W×H×D)：590×639×800mm

SPECIFICATION

Passive Compact Subwoofer
800W
32Hz-150Hz
131dB/137dB
 
1x18” driver, 4.0” voice coil
8Ω
Active
Speakon 4Pin

Multilayer baltic birch plywood CNC made
Black is the default color. Contact 
Audiocenter for customization
Iron mesh
4 side
Base hole Φ35mm
590×639×800mm
724×906×675mm
51.0 kg
54.0 kg

Type
Rated power(AES)
Frequency Response(-10dB)
Maximum Calculated 
SPL/1M(Continuous/Peak)
LF
Impedance
Crossover Mode
Input Connectors
CABINET
Cabinet Material
Cabinet Color

Grille
Handles
Pole Mount
Speaker Dimension (W×H×D)
Carton Dimension (W×H×D)
Net Weight
Shipping Weight




